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1. DESCRIPTION

Swisstek Aqua Shield two component water proofer is a cutting- edge waterproofing solution, composed of a cementitious 
base with graded aggregates and specially formulated acrylic additives.

Swisstek Aqua shield will become flexible and seamless waterproof membrane and acts as an excellent water barrier to 
concrete and masonry surface.

Thoroughly tested for zero water seepage, Swisstek Aqua shield two component water proofer comes to you with assurance and 
trusted quality of the Lanka Walltiles Group. Swisstek Aqua Shield is available in 5 (Five) Kg and 25 (Twenty-Five) Kg packages, 
consisting of two components named Part A and Part B.

Part A is the powder and Part B is the liquid part.

When the two componenets are mixed, a blend with plastic consistency is obtained. It may applied by brush or roller on both 
horizontal and verticle surface at a thickness of approximately 2mm.   

2. FEATURES 

• Prevent water penetration
• Fluid consistency for easy application
• Flexible and elastic that stand moderate movement of hair line cracks. Crack bridging is more than 1.5mm.
• Excellent adhesion (bond strength) to concrete and masonry substrate (High Tensile strength)
• Resistant to chloride ion diffusion
• Non - corrosive

3. TYPICAL PERFORMANCE DATA

TECHNICAL DATA SHEET
SWISSTEK AQUA SHIELD

2K WATER PROOFER

 Tensile adhesion strength  in standard condition   : ≥ 0.5N/mm2

 Tensile adhesion strength  in heat aging    : ≥ 0.5 N/mm2

 Tensile adhesion strength  after aging in chlorinated water  : ≥ 0.5 N/mm2

 Tensile adhesion strength  after aging in lime water   : ≥ 0.5 N/mm2

 Water Impermeability Test  2.0 bar for 7 Days   : Pass

 Crack bridging ability       : ≥ 1.5 mm
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4. APPLICATION - GENERAL INSTRUCTIONS

SURFACE PREPARATION
• Correct substrate preparation is critical for optimum performance.

• New concrete and masonry substrate should be fully cured prior application.

• Surface should be structurally sound, clean, and free from loose particles, oil, grease or any other contaminants.

• Cement laitance, loose particles, mould release agents, and other contaminants must be removed by wet grit blasting, high 
pressure water jetting or such other effective methods.

• Fill surface irregularities such as blow holes, honey combs by using the Swisstek non - shrinking construction grout (SW 501) to 
achieve a smooth and surface level.

• Saturate the prepared substrate with clean water before applying Swisstek aqua shield. Substrate should be reach a 
“Saturated Surface Dry ”(SSD) condition(damp without standing water)

5. MIXING

MECHANICAL MIXING IS NECESSARY.
Place approximately 75% of Part B of the pack in to a clean pail. Keeping the mixer running, and add Part A slowly. Mix for at least 
3 minutes to get a lump-free homogeneous mix. While continuing to mix, add all of the remainder of Part B if applying on a 
horizontal surface, or a part of it if applying on vertical surface till the required consistency is obtained

6. APPLICATION

It is extremely important that the area being treated is shaded from direct sunlight and wind to prevent rapid drying of the 
coating. Use a suitable brush to apply the Aqua shield waterproofing coating. The first coat (0.8mm-1mm) should be applied in 
vertical direction to cover the entire area. The first coat should be dry for 4-6 hours. The second coat (0.8mm-1 mm) should be 
applied in a horizontal direction for better reinforcement. Using a fibre glass cloth is recommended when applying the water 
proofer materials in corners, edges and the repaired crack areas.

6. CURING

Slow drying of Aqua shield water proofer membrane ensures homogeneous curing and high water proofing characteristics. It is 
recommended to apply the protective screed layer on the water proofed area.

 Swisstek Don’t recommend to install tiles on the waterproofed surface, Always should go with the protective screed before tilling.
For more information, please refer Swisstek Aqua Shield video in Swisstek youtube channel

7. CLEANING

Clean tools and equipment with water, before the waterproofing material hardens.

8. COVERGAE

The recommended coverage of Swisstek Aqua shield water proofer (5 Kg Pack) is 60 square feet per coat to obtain an 
approximate wet film thickness of 0.8mm.

9. SHELF LIFE

• Swisstek  Aqua Shield 2K water proofer can be kept for 12 months from date of manufacture if stored in tightly sealed original 
packaging, in dry and cool enclosed area.

• Don’t expose to direct sunlight.

10. CERTIFICATION

• ISO 9001 :2015 Certified Company.

11. SAFETY ADVICES

• If it contact with eyes, immediately flush eyes thoroughly with water.
• Wear mask when mixing
• Wear protective gloves and eye protection when applied

12. MARKETED AND DISTRIBUTED BY 

Swisstek Ceylon PLC
No. 330, Factory Complex, Belummahara, Imbulgoda, Sri Lanka
Tel: +94 11 780 7000    I    Fax: 011  763 4590     I    Email: info@swisstekceylon.com


